
Canopy Isometric View

1

1

GREENVILLE AWNING CO.

GHRC-200


























3

1

Canopy Plan View

2

1

Canopy Width

C
a
n
o
p
y
 
P

r
o
j
e
c
t
i
o
n

4-8

1

4"x8"x

1

8

" Alum. gutter

system around perimeter of

the canopy

Hanger Arm SpacingOverhang Distance

Overhang Distance

3"x12"x0.032" 3004-H36

Reinforced Pan Roof Panels

(2) 

1

4

" Alum.

fins welded to

outrigger

support

1-1/2" SCH. 40

Alum. pipe

(2) 

1

4

" Alum. fins welded to plate
























6"x6"x

1

4

" Alum. wall plate



3"x12"x.032" 3004-H36 Reinforced

Pan Roof Panels

Canopy Front View

3

1

Decking Detail

3

2

Overhang Distance Hanger Arm Spacing Overhang Distance

Canopy Width

4-8

1

6"x6"x

1

4

" Alum. wall plate

4"x8"x

1

8

" Alum. gutter

system around perimeter of

the canopy

1-1/2" SCH. 40

Alum. pipe

(1) 

3

8

" UNC thru bolt w/

washer and nut
























(2) 

1

4

" Alum. fins welded to plate


























Canopy Projection

2

9

1

9

3

9

D
i
s
t
a
n
c
e

B
e
t
w

e
e
n

U
p
p
e
r
/
L
o
w

e
r

C
o
n
n
e
c
t
i
o
n
s

Canopy Section View

Concrete Tilt Wall4

1

Concrete tilt-wall

(f'c=3 ksi, min.), by

others

(2) 

1

4

" Alum. fins

welded to plate

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

1-1/2" SCH. 40

Alum. pipe

(4) 

3

8

" Simpson Titen HD w/

3

3

4

" embed., 4" min. spacing,

and 3" min. edge distance

4"x8"x

1

8

"

Alum. gutter

3"x12"x.032" 3004-H36

Reinforced Pan Roof

Panels

(1) #12 SMS per

pan

(2) 

1

4

" Alum. fins

welded to outrigger

support

2"x2"x

1

8

" Alum. outrigger

support

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

(1) #12 SMS

per pan

(2) 

1

4

" Alum. tabs

welded to tube

(2) 

3

8

" Simpson Titen HD

w/ 3

3

4

" embed., 4" min.

spacing, and 3" min. edge

distance

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

6"x6"x

1

4

" Alum. wall plate


























Canopy Projection

2

1

3

D
i
s
t
a
n
c
e

B
e
t
w

e
e
n

U
p
p
e
r
/
L
o
w

e
r

C
o
n
n
e
c
t
i
o
n
s

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

1-1/2" SCH. 40

Alum. pipe

(4) 

3

8

" Simpson Titen HD w/

3

3

4

" embed., 4" min. spacing,

and 3" min. edge distance

4"x8"x

1

8

"

Alum. gutter

3"x12"x.032" 3004-H36

Reinforced Pan Roof

Panels

(1) #12 SMS per

pan

(2) 

1

4

" Alum. fins

welded to outrigger

support

2"x2"x

1

8

" Alum. outrigger

support

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

(1) #12 SMS

per pan

(2) 

1

4

" Alum. tabs

welded to tube

(2) 

3

8

" Simpson Titen HD

w/ 3

3

4

" embed., 4" min.

spacing, and 3" min. edge

distance

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

Canopy Section View

Grout Filled CMU Wall5

1

Grout filled CMU

wall (f'c=1.5 ksi

min.), by others

(2) 

1

4

" Alum. fins

welded to plate

6"x6"x

1

4

" Alum. wall plate

10

10

10


























Canopy Projection

2

1

3

D
i
s
t
a
n
c
e

B
e
t
w

e
e
n

U
p
p
e
r
/
L
o
w

e
r

C
o
n
n
e
c
t
i
o
n
s

1-1/2" SCH. 40

Alum. pipe

4"x8"x

1

8

"

Alum. gutter

3"x12"x.032" 3004-H36

Reinforced Pan Roof

Panels

(1) #12 SMS per

pan

(2) 

1

4

" Alum. fins

welded to outrigger

support

2"x2"x

1

8

" Alum. outrigger

support

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

(1) #12 SMS

per pan

(2) 

1

4

" Alum. tabs

welded to tube

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

(2) 

1

4

" Alum. fins

welded to plate

6"x6"x

1

4

" Alum. wall plate

Canopy Section View

Brick Veneer Wall6

1

Brick Veneer, by others

Air Space

(1) 

1

2

" SCH. 40 Alum. pipe

ferrule tube w/ washer at end

per anchor

(2) 

3

8

" Simpson Titen HD w/

3

3

4

" embed., 4" min. spacing,

and 3" min. edge distance

(1) 

3

8

" UNC thru bolt w/ washer

and nut

(1) 

1

2

" SCH. 40 Alum. pipe ferrule

tube w/ washer at end per anchor

(4) 

3

8

" Simpson Titen HD w/

3

3

4

" embed., 4" min. spacing,

and 3" min. edge distance

2" Foam Insulation, by others

Grout  Filled CMU Wall (f'c=1.5 ksi

min.), by others

11

11

11


























Canopy Projection

2

1

3

D
i
s
t
a
n
c
e

B
e
t
w

e
e
n

U
p
p
e
r
/
L
o
w

e
r

C
o
n
n
e
c
t
i
o
n
s

1-1/2" SCH. 40

Alum. pipe

4"x8"x

1

8

"

Alum. gutter

3"x12"x.032" 3004-H36

Reinforced Pan Roof

Panels

(1) #12 SMS per

pan

(2) 

1

4

" Alum. fins

welded to outrigger

support

2"x2"x

1

8

" Alum. outrigger

support

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

(1) #12 SMS

per pan

(2) 

1

4

" Alum. tabs

welded to tube

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

(2) 

1

4

" Alum. fins

welded to plate

6"x6"x

1

4

" Alum. wall plate

Canopy Section View

Brick Veneer over Hollow CMU Wall7

1

Siding, by others

Brick Veneer, by

others

(1) 

1

2

" SCH. 40 Alum. pipe

ferrule tube w/ washer at end

per anchor

(2) 

3

8

" Threaded rods w/

washers and nuts to 

1

8

"

mounting plate

Hollow CMU Wall (f'c=1.5 ksi

min.), by others

(4) 

3

8

" Threaded rods w/

washers and nuts to 

1

8

"

mounting plate

(1) 

3

8

" UNC thru bolt w/

washer and nut

(1) 

1

2

" SCH. 40 Alum. pipe ferrule

tube w/ washer at end per anchor

12

12

12


























Canopy Projection

2

1

3

D
i
s
t
a
n
c
e

B
e
t
w

e
e
n

U
p
p
e
r
/
L
o
w

e
r

C
o
n
n
e
c
t
i
o
n
s

1-1/2" SCH. 40

Alum. pipe

4"x8"x

1

8

"

Alum. gutter

3"x12"x.032" 3004-H36

Reinforced Pan Roof

Panels

(1) #12 SMS per

pan

(2) 

1

4

" Alum. fins

welded to outrigger

support

2"x2"x

1

8

" Alum. outrigger

support

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

(1) #12 SMS

per pan

(2) 

1

4

" Alum. tabs

welded to tube

(1) 

3

8

" UNC thru

bolt w/ washer and

nut

(2) 

1

4

" Alum. fins

welded to plate

6"x6"x

1

4

" Alum. wall plate

13

13

13

Canopy Section View

EIFS or Stucco Wall over Wood Blocking8

1

(2) 

3

8

" Lag screws w/ 3" min.

thread penetration, 4" min.

spacing, and 1

1

2

" min. edge

distance

EIFS or Stucco, by

others

Metal studs, by others

(2) 2x8 wood blocking, by GC

(4) 

3

8

" Lag screws w/ 3" min.

thread penetration, 4" min.

spacing, and 1

1

2

" min. edge

distance

(1) 

3

8

" UNC thru bolt w/

washer and nut

(1) 

1

2

" SCH. 40 Alum. pipe ferrule

tube w/ washer at end per anchor

(2) 2x8 wood blocking, by GC

(1) 

1

2

" SCH. 40 Alum. pipe

ferrule tube w/ washer at end

per anchor


























(1) 

3

8

" UNC thru bolt

w/ washer and nut

2"x2"x

1

8

"

Alum.

outrigger

support

1-1/2" SCH. 40

Alum. pipe

Front Gutter Detail

9

1

(1) 

3

8

" UNC

thru bolt w/

washer and

nut

(1) #12 SMS per

pan

3"x12"x.032" 3004-H36

Reinforced Pan Roof

Panels

(2) 

1

4

" Alum. fins

welded to

outrigger support

4"x8"x

1

8

" Alum. gutter

Wall Bracket Detail

9

2

Rear Gutter Detail

9

3

6"x6"x

1

4

" Alum. wall

plate

Concrete tilt-wall (f'c=3

ksi, min.), by others

(4) 

3

8

" Simpson Titen HD w/ 3

3

4

"

embed., 4" min. spacing, and 3"

min. edge distance

1-1/2" SCH.

40 Alum. pipe

(2) 

1

4

" Alum. fins welded

to plate

(1) 

3

8

" UNC thru

bolt w/ washer

and nut

4"x8"x

1

8

" Alum. gutter

3"x12"x.032" 3004-H36

Reinforced Pan Roof Panels

2"x2"x

1

8

" Alum.

outrigger support

(1) #12 SMS per pan

Concrete tilt-wall (f'c=3

ksi, min.), by others

(2) 

1

4

" Alum. tabs

welded to tube

(2) 

3

8

" Simpson Titen HD w/

3

3

4

" embed., 4" min. spacing,

and 3" min. edge distance


























(1) 

3

8

" UNC thru bolt

w/ washer and nut

2"x2"x

1

8

"

Alum.

outrigger

support

1-1/2" SCH. 40

Alum. pipe

Front Gutter Detail

1

(1) 

3

8

" UNC

thru bolt w/

washer and

nut

(1) #12 SMS per

pan

3"x12"x.032" 3004-H36

Reinforced Pan Roof

Panels

(2) 

1

4

" Alum. fins

welded to

outrigger support

4"x8"x

1

8

" Alum. gutter

10

Wall Bracket Detail

2

Rear Gutter Detail

3

6"x6"x

1

4

" Alum. wall

plate

Grout filled CMU wall

(f'c=1.5 ksi min.), by others

(4) 

3

8

" Simpson Titen HD w/ 3

3

4

"

embed., 4" min. spacing, and 3"

min. edge distance

1-1/2" SCH.

40 Alum. pipe

(2) 

1

4

" Alum. fins welded

to plate

(1) 

3

8

" UNC thru

bolt w/ washer

and nut

4"x8"x

1

8

" Alum. gutter

3"x12"x.032" 3004-H36

Reinforced Pan Roof Panels

2"x2"x

1

8

" Alum.

outrigger support

(1) #12 SMS per pan

Grout filled CMU wall (f'c=1.5

ksi min.), by others

(2) 

1

4

" Alum. tabs

welded to tube

(2) 

3

8

" Simpson Titen HD w/

3

3

4

" embed., 4" min. spacing,

and 3" min. edge distance

10

10


























(1) 

3

8

" UNC thru bolt

w/ washer and nut

2"x2"x

1

8

"

Alum.

outrigger

support

1-1/2" SCH. 40

Alum. pipe

Front Gutter Detail

1

(1) 

3

8

" UNC

thru bolt w/

washer and

nut

(1) #12 SMS per

pan

3"x12"x.032" 3004-H36

Reinforced Pan Roof

Panels

(2) 

1

4

" Alum. fins

welded to

outrigger support

4"x8"x

1

8

" Alum. gutter

11

Wall Bracket Detail

2

Rear Gutter Detail

3

6"x6"x

1

4

" Alum. wall

plate

(4) 

3

8

" Simpson Titen HD w/ 3

3

4

"

embed., 4" min. spacing, and 3"

min. edge distance

1-1/2" SCH.

40 Alum. pipe

(2) 

1

4

" Alum. fins welded

to plate

(1) 

3

8

" UNC thru

bolt w/ washer

and nut

4"x8"x

1

8

" Alum. gutter

3"x12"x.032" 3004-H36

Reinforced Pan Roof Panels

2"x2"x

1

8

" Alum.

outrigger support

(1) #12 SMS per pan

(2) 

1

4

" Alum. tabs

welded to tube

(2) 

3

8

" Simpson Titen HD w/

3

3

4

" embed., 4" min. spacing,

and 3" min. edge distance

11

11

Brick Veneer, by

others

Air Space

2" Foam

Insulation,

by others

Grout

Filled CMU

Wall (f'c=1.5 ksi

min.), by others

(1) 

1

2

" SCH. 40

Alum. pipe

ferrule tube per

anchor

2" Foam

Insulation, by others

Brick Veneer, by

others

Air Space

Grout Filled

CMU Wall

(f'c=1.5 ksi

min.), by others

(1) 

1

2

" SCH. 40

Alum. pipe ferrule

tube per anchor


























(1) 

3

8

" UNC thru bolt

w/ washer and nut

2"x2"x

1

8

"

Alum.

outrigger

support

1-1/2" SCH. 40

Alum. pipe

Front Gutter Detail

1

(1) 

3

8

" UNC

thru bolt w/

washer and

nut

(1) #12 SMS per

pan

3"x12"x.032" 3004-H36

Reinforced Pan Roof

Panels

(2) 

1

4

" Alum. fins

welded to

outrigger support

4"x8"x

1

8

" Alum. gutter

12

Rear Gutter Detail

3

6"x6"x

1

4

" Alum. wall

plate

1-1/2" SCH.

40 Alum. pipe

(2) 

1

4

" Alum. fins welded

to plate

(1) 

3

8

" UNC thru

bolt w/ washer

and nut

4"x8"x

1

8

" Alum. gutter

3"x12"x.032" 3004-H36

Reinforced Pan Roof Panels

2"x2"x

1

8

" Alum.

outrigger support

(1) #12 SMS per pan

(2) 

1

4

" Alum. tabs

welded to tube

12

Brick wall, by

others

Siding, by others

(1) 

1

2

" SCH.

40 Alum. pipe

ferrule tube

w/ washer at

end per

anchor

Wall Bracket Detail

2

12

(4) 

3

8

" Threaded rods w/

washers and nuts to 

1

8

"

mounting plate

Hollow CMU Wall

(f'c=1.5 ksi min.),

by others

Brick wall, by others

Siding, by others

(2) 

3

8

"

Threaded rods

w/ washers and

nuts to 

1

8

"

mounting plate

(1) 

1

2

" SCH. 40

Alum. pipe

ferrule tube w/

washer at end

per anchor

Hollow CMU Wall

(f'c=1.5 ksi min.), by

others


























(1) 

3

8

" UNC thru bolt

w/ washer and nut

2"x2"x

1

8

"

Alum.

outrigger

support

1-1/2" SCH. 40

Alum. pipe

Front Gutter Detail

1

(1) 

3

8

" UNC

thru bolt w/

washer and

nut

(1) #12 SMS per

pan

3"x12"x.032" 3004-H36

Reinforced Pan Roof

Panels

(2) 

1

4

" Alum. fins

welded to

outrigger support

4"x8"x

1

8

" Alum. gutter

13

Rear Gutter Detail

3

6"x6"x

1

4

" Alum. wall

plate

1-1/2" SCH.

40 Alum. pipe

(2) 

1

4

" Alum. fins welded

to plate

(1) 

3

8

" UNC thru

bolt w/ washer

and nut

4"x8"x

1

8

" Alum. gutter

3"x12"x.032" 3004-H36

Reinforced Pan Roof Panels

2"x2"x

1

8

" Alum.

outrigger support

(1) #12 SMS per pan

(2) 

1

4

" Alum. tabs

welded to tube

13

EIFS or Stucco,

by others

(4) 

3

8

" Lag screws w/

3" min. thread

penetration, 4" min.

spacing, and 1

1

2

"

min. edge distance

Metal studs,

by others

(2) 2x8

wood

blocking,

by GC

(1) 

1

2

" SCH. 40 Alum.

pipe ferrule tube w/

washer at end per

anchor

Wall Bracket Detail

2

13

(2) 2x8

wood

blocking,

by GC

Metal studs,

by others

EIFS or Stucco, by

others

(1) 

1

2

" SCH. 40

Alum. pipe

ferrule tube w/

washer at end

per anchor

(2) 

3

8

" Lag screws

w/ 3" min. thread

penetration, 4" min.

spacing, and 1

1

2

"

min. edge distance


